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MC 4TA
Rated power 6 W 

Transformer power taps 6 W - 3 W  - 1,5W

Sensitivity 91 dB (1 W/1 m)

Maximum SPL 104 dB (Pmax/1 m) at 6878 Hz

Driver impedance 8 Ω

Frequency response 110 Hz – 17 kHz

Dispersion at 1000 Hz 180°  conical

Driver dimensions 4” (100 mm) full range

Dimensions ø 180 mm × 50 mm

Weight 0,7 kg

Material Steel

Colour White (RAL 9016)

MC 5X
Rated power 10 W 

Transformer power taps 10 W - 5W - 2,5W

Sensitivity 94dB (1 W/1 m)

Maximum SPL 113 dB (Pmax/1 m) at 2371 Hz

Driver impedance 8 Ω

Frequency response 100 Hz – 17 kHz

Dispersion at 1000 Hz 180°  conical

Driver dimensions 5” (130 mm) full range

Dimensions ø 200 mm × 54 mm

Weight 0,75 kg

Material Steel

Colour White (RAL 9016)

MC  4TA MC  5T
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Technical Specifications MC 5T

Rated power 10 W

Transformer power taps 10 W - 5W - 2,5W

Sensitivity 94 dB (1  W/1 m)

Maximum SPL 113 dB (Pmax/1 m) at 2371 Hz

Driver impedance 8 Ω

Frequency response 100 Hz – 17 kHz

Dispersion at 1000 Hz 180° conical

Driver dimensions 5” (130 mm) full range

Dimensions ø 200 mm × 54 mm

Weight 0,75 kg

Material Steel

Colour White (RAL 9016)


